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= (54 > Title: PEROVSKTTE MATERIAL, PREPARATION METHOD AND USE IN CATALYTIC MEMBRANE REACTOR 
S SqUE^^ PROCEDE DE PREPARATION ET UTILISATION DANS UN REACTEUR CATALY- 

== (57) Abstract: The invention concerns a mixed electronic and O 2 anion conductive perovskite material, of formula (I)- A<»>„ , 
— A (-«>_ A (O .b^B^b^q^, wherein: a, a- 1, a", b, b+1, b+Petb"are integers representing respe^nve valences 



3 

ON 



in 
O 



or the atoms A, A , A , B, B , B"; a, a", b, b", p, x, y, s, u, v et 8 such that the electrical neutrality of the crystal lattice is preserved- 
A represents an atom selected among scandium, yttrium or in the families of lanthanides, actinides or alkaline-earth metals- A'' 
represents an atom selected among Al, Ga, In, or Tl; B, B', B" represents an atom selected among the transition metals, Al In' Ga 
Ge, Sb, Bi, Sn or Pb;. The invention also concerns the method for preparing said material and its use as mixed conductive material 
of a catalytic membrane reactor, for use in synthesizing synthetic gas by oxidation of methane or natural gas. 

(57) Abrege : Materiau conducteur mixte electronique et d'anions O 2 ' de type perovskite, de formule (I) ■ A (a > n A'**- 1 * A"< a "> 
B% r . v) B<*«. B**, B"*"> v 0 3 . 6 , formule (I) dans laquelle : a, a-1, a", b, b+1, b + P et b" sont des nombres entiers reprfsentant 
les valences respectives des atomes A, A', A", B, B', B" ; a, a", b, b", P, x, y, s, u, v et 5 sont tels que la neutrality electrique du 
reseau cnstalhn est conservee, A reprSsente un atome choisi parmi le scandium, ryttrium ou dans les families des lanthanides des 
actinides ou des metaux alcalino-terreux, A' est un atome choisi parmi le scandium, ryttrium ou dans les families des lanthanides 
des actinides ou des metaux alcalin-terreux ; A" un atome choisi parmi Al, Ga, In ou Tl ; B, B', B" un atome choisi parmi les metoux 
de transition, Al, In, Ga, Ge, Sb, Bi, Sn ou Pb ; proc&te pour sa preparation et son utilisation comme materiau conducteur mixte d'un 
reacteur catalytique membranaire, destine a etre mis en oeuvre pour synth&iser du gaz de synthese par oxydation de methane ou de 
gaz naturel. 
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